E®The world’s widest, thinnest, longest lightbulb™

FLATLIT
TECHNICAL BULLETIN APPROVALS AND TESTING DATA

APPROVALS

UL
ULA48 Standards File# E175045 - FLATLITE® Electroluminescent Lamps - recognized component.

ULA48 Listed Systems File# E175045 - FLATLITE® Power SuppliesModel 600 A & B, 2200 A & B and 12K (A-D)
REFERENCE: www.UL.com

CE
Both Model 600 and 2200 series Power Supplies have been tested by NU Laboratories, Icc. of Annandale, NJ and
found to be in conformity with the directives required to bear the CE mark.
REFERENCE:

Ignition Properties, Smoke Density, Flashpoint
FLATLITE® Electroluminescent Lamps have been tested to the ASTM D1929-96 and ASTM D2843 Standards for
Ignition Properties and Smoke Density, in addition to the Cleveland Open Cup and Pensky Martens Closed Cup
Flashpoint analysis.
REFERENCE:

Toxicity
FLATLITE® Electroluminescent Lamps have been analyzed for the complete Toxicity Characteristic Leachate
Procedure (volatiles and semivolatiles), ensuring their safety for landfill disposal.
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FLATLITE® lamp and system components are manufactured under one or more of the following US Patents: 5,019,748; 5,045,755; 6,043,609; 6,304,039; 6,833,669
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